
Sign
Installation

Tips
& Hints

Magnetic Signs - use and care
PVC pipe frames - an attractive and re-usable sign frame.
Re-bar frames - a strong, inexpensive and easy-to-build sign frame.
Installation tips & hints for small coroplast signs.

Preparation For Installation
The vehicle surface and the brown, magnetic side of the sign should be cleaned and dried prior to applying.

Installation
Make contact on one edge of the sign to the vehicle surface in desired location. Then, let the adjacent 
part of the sign contact the vehicle surface until entire sign is held magnetically to the vehicle. If sign is not 
in desired position, remove and repeat process. (DO NOT try to straighten sign by pulling when it is held 
magnetically to the vehicle. This might scratch your vehicle. )
Avoid placing your sign over chrome trim or surface protrusions of any kind.
The temperature of the sign should be at least 60 F during installation. The temperature of the vehicle 
does not matter.

Caution
Magnetic vehicle signs will not adhere to areas on your car where plastic body fillers have been used. In order 
to avoid losing your signs, use caution in applying vehicle signs to areas of your car that have been 
damaged.

Maintenance
Your signs should be periodically removed - once a week minimum. Wipe dry both the vehicle and the back 
of the sign. Trapped moisture, dirt or chemicals may harm your vehicle finish. Clean your sign with plain water 
or warm water and a mild detergent.

Storage
To avoid cracking or breaking, do not fold or crease. Store your magnetic sign flat.
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HOW TO USE AND CARE FOR YOUR NEW
MAGNETIC VEHICLE SIGNS



1. Align wire stake with the flutes that are closest to the alignment
    dots on face of the sign.  If the sign does not have alignment dots,
    use your best judgement.
2. Slide stake into sign. Note: Stake should slide in easily.  The
    incorrect photo below shows the result of the wire frames placed
    one hole farther apart than necessary.

3. Press stake into the ground by pressing foot on the lower rod.
    Note: For best results alternate pressure from left to right until
    lower rod is level with the ground.

+ Horizontal flutes are recommended for use with wood stakes, 

plastic stakes and tree installation.
+ For wire stake installation, vertical flutes are necessary.

 Horizontal   Vertical
+ When installing signs using wooden or plastic stakes, make 

sure stakes are in the ground at least 10 inches.
+ Placing a sign less than three feet from roadway may cause it 

to lean due to draft from passing vehicles.
+ In very hard soil, a cordless drill and a long (8” x 1/4”) drill bit 

can be used to pre-drill the holes for the ‘H’ stakes.

Correct Incorrect

ADDITIONAL TIPS:

COROPLAST SIGN INSTALLATION
TIPS & HINTS



Materials Needed for Each Frame: 
(2) 7’ Lengths of 1 1/4” PVC        (1) 8’ Length  of 1 1/4” PVC
(2) 90 deg. Elbows                       (2) 5’ lengths of 5/8” Re-Bar
Approx. 14 “Zip Ties” or “Cable Ties”

5/8” Re-Bar, 5’ long
Drive 2’ Into Ground

2’

3’

Ground Level

4’x8’ Sign
7’ PVC

8’ PVC
90 deg. Elbow

STEPS:
1) Cut Re-Bar & PVC to Length
2) Assemble & Glue PVC Frame
3) Drive Re-Bar into Ground
4) Attach Sign to PVC Frame w/ Zip Ties by
    cutting slit in plastic and looping zip tie around
5) Slide PVC Frame over Re-Bar

** Note: Trial Fit 1 frame assembly before
constructing all frames

Zip Ties

PVC PIPE FRAMES
For use with large coroplast signs.



These frames can be constructed of 5/8” re-bar to support 4’x4’ and larger signs (½”re-bar is not strong 
enough).  A large drill bit or pilot hole punch can be used to make installation very easy.  The sign is attached to 
the frame with “zip ties” by cutting small slits in the plastic and “looping” the zip tie through the slots and around 
the bar (two people make the job easier).   When compared to the typical method of constructing wooden frames 
and digging holes, these re-usable frames will save you time & money.

4’x8’ Coroplast sign shown attached to
Re-bar frame. (Back of sign shown)

Installation tips:

• Create a pilot hole punch from extra pieces of re-bar as shown.  
• Sharpen the end of the punch with a grinder.

At installation site: 

• Attach sign face first.
• Lay the sign on the ground to locate holes and drive the punch into the ground with a sledge hammer.
• Pull punch out of ground with “T” handle, stand sign up, and drop into holes.

1) Purchase re-bar from local lumber yard.  The re-bar typically comes in 20’ lengths. 

2) Cut desired number of pieces using a chop saw or circular saw with a metal cutting blade.

3) Create a temporary “jig” on a concrete floor using bricks as shown to hold pieces square.

4) Weld corners.

Equipment needed: welder, chop saw or circular saw, tape measure

4’x4’ frames consist of:
(2) 40” lengths
(2) 100” lengths
Total of 23.3 linear feet each.

4’x8’ frames consist of:
(2) 80” lengths
(2) 100” lengths
Total of 30 linear feet each.

100”

80”

TEMPORARY BRICKS FOR “JIG”
TO HOLD RE-BAR SQUARE

WHILE WELDING

14”

30”

pilot hole punch

(EXAMPLE OF FRAME FOR 4’x8’ SIGNS)

For use with large coroplast signs.
RE-BAR FRAMES HEA VY DUTY


